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PUCK DIFFUSER SCREEN
E&B LAB LINE

The puck diffuser screen is studying to better distributed the 
water over the coffee pod, thanks to the new IMS technology 
that combines a hole area with a 150-micron filtering power 
photo-etched membrane. Thank to this, the screen can be 
easily clean and the coffee residues wash away. 

It can also be used with the E&B Lab ALL-IN-ONE filter 
to better distribute the water over the coffee puck for 
brewing and infusion extractions and get the best result.

	 DS58.5	 DS58.5NT

Compatible with filter baskets
for 58/58.4 mm tampers.

TECHNICAL DETAILS
Hole dimension: Ø 2.4 mm 
Number of holes: 253 
In combination with a AISI 301
photo-etched membrane 
with a filtering power of 150 micron.
Also available in the Nanotech version
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DS53.3
Compatible with filter baskets
for 54.4/54/53.4/53 mm tampers.

TECHNICAL DETAILS
Hole dimension: Ø 2.4 mm 
Number of holes: 199 
In combination with a AISI 301 photo-etched membrane 
with a filtering power of 150 micron.

DS51
Compatible with filter baskets
for 51 mm tampers.

TECHNICAL DETAILS
Hole dimension: Ø 2.4 mm 
Number of holes: 199 
In combination with a AISI 301 photo-etched membrane 
with a filtering power of 150 micron.



A NEW KIND OF INFUSION.
ESPRESSO. BOTANICAL.

REVOLUTIONARY
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Herbpress blends technology, tradition, and sustainability 
to create an infusion experience that honors the pure 
essence of herbs, elevating them through an innovative 
process that respects the planet

The first patented system that transforms espresso machines 
into tools for professional botanical infusions. Herbpress 
was born from a challenge: how can we bring the precision 
of espresso into the world of botanical infusions?
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A patented technology developed in collaboration with Wilden 
Herbals designed to turn a classic espresso machine into 
an innovative tool for extracting herbal teas and plant-
based beverages. In less than 60 seconds, the infusion is 
ready: aromatic, intense, and authentic. All the flavor of 
herbs, at the speed of espresso.

Created to make infusions more accessible, faster, and 
suitable for professional environments, Herbpress brings 
the botanical world into cafés, hotels, offices, and hybrid 
spaces with the precision of technology and the natural 
power of herbs.

HERBPRESS technology is specifically engineered to extract 
herbal infusions and teas using an espresso machine filter, 
introducing a new approach that combines precision with 
speed. In under a minute, HERBPRESS delivers the full 
intensity and complexity of a traditionally brewed herbal 
tea.
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The filter resembles a standard espresso machine basket with 
a single outlet hole at the bottom. This design allows for 
precise control of the water flow and ensures consistent 
pressure throughout the entire infusion chamber.
At the bottom, a laser-welded, photo-etched membrane with 
a 150-micron filtration capacity is permanently affixed 
using a mechanical riveting process. This essential 
component prevents plant residues from reaching the cup 
while maintaining exceptional cleanliness and extraction 
accuracy.
Enhancing the system is a puck screen diffuser with a 
precisely engineered perforation pattern. Its critical 
role is to direct water more effectively toward the centre, 
ensuring even distribution across the plant material and 
helping to create a closed system that operates entirely 
under pressure.

HERBPRESS 1
HERBPRESS 2
HERBPRESS 3
HERBPRESS 4
HERBPRESS 5

CODE PRODUCT HEIGHT TAMPER (FOR 
COMPATIBILITY)

HERBPRESS 1 FILTER B70 + PUCK SCREEN 1 25 mm 58/58.4 mm

HERBPRESS 2 FILTER B66 + PUCK SCREEN 2-3-4 25 mm 54/54.4 mm

HERBPRESS 3 FILTER B65 + PUCK SCREEN 2-3-4 25 mm 53 mm

HERBPRESS 4 FILTER B62.5 + PUCK SCREEN 2-3-4 25 mm 53/53.4 mm

HERBPRESS 5 FILTER DL + PUCK SCREEN 5 25 mm 51 mm



Ø
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SUGGESTED RECIPE

GRAMS IN from 1,5g to 2g depending on the grind size of 
the plant
PRESSURE between 8 and 9 bar depending on the machine’s 
pump calibration
TIME about 60 seconds
ML OUT about 150–180 ml of infusion

TECHNICAL DETAILS

The filter HERBPRESS is electropolished in stainless steel 
304, its membrana is cold-worked AISI 301.

RIDGE: Ridgeless
NUMBER OF HOLES: 1 hole one the bottom Ø 0,30 mm
FILTER MEMBRANA: 85 holes in combination with photoetched 
membrane of 150-micron filtering power

The PUCK DIFFUSER is raw AISI 301 stainless steel, code 04
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REMOVERS
The espresso machine cleanness becomes finally a routine with 
the Shower Screen and filter basket Removers created by IMS.
Due to their characteristics they give to baristas and 
technicians the opportunity to operate on the group head 
without getting burnt, wet or dirty.
The two shower screen remover models allow to take off the 
shower screen fixed by either slotted or nut screws in an 
extremely easy and safety way.
They are entirely in stainless steel and have a specific 
shower screen container developed to protect hands from the 
heat of the group head and the hot water drops.
Their unique shape makes them self-centering and practical 
to reassemble as they contain both the screw and the shower 
screen to reinsert everything in one easy move.

The filter basket remover 
helps to take off the 
basket and clean the 
portafilter in the 
simplest way possible.
It’s made of work 
hardened stainless 
steel 301 that makes 
the remover stronger 
despite its thickness 
of 1 mm. 

On the top of the remover 
there is a small step 
that helps the remover 
to fit under the border 
of the filter basket and 
remove it easily.

Simple to use, high 
quality and safety are 
the characteristics of 
the new IMS’s products.
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REMOVER01

HEIGHT: 90 mm
WEIGHT: 183 gr.
COMPATIBILITY: Dalla Corte, 
La Spaziale, La San Marco.
 

REMOVER02
 

HEIGHT: 93 mm
WEIGHT: 191 gr.
COMPATIBILITY: La Cimbali, La 
Marzocco, Synesso, Slayer, 
Nuova Simonelli, Victoria 
Arduino, Rancilio Specialty, 
Astoria, Elektra, Mavam, 
Brasilia.

FILTER BASKET REMOVER
 

HEIGHT: 77 mm
THICKNESS: 1 mm
WEIGHT: 10.3 gr.

The filter baskets remover is compatible with all the espresso 
machines.
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CUSTOMIZATIONS
In partnership with its customers IMS has created a number of 
variants to satisfy each requirements. From laser markings 
to special perforation patterns, from new shapes to the 
application of different membranes, all is manufactured to 
create better performances over time.
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OUR PARTNERS

®
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®

VERYBARISTA
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COMPETITION
SERIES

INDUSTRIA MATERIALI STAMPATI SPA
via Dell'Industria 3

27020 Torre d’Isola, Pavia, Italia
    +39 0382.9303.75
    +39 0382.9303.76

     info@imsfiltri.com

www.imsfiltri.com

Ims Filtri ImsFiltri@ims_filtri

I.M.S. Industria Materiali Stampati SpA

ims.filtri


